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TECHNICAL NOTE 4.0 


- 


U.S. DEPARTMENT OF THE INTERIOR — BUREAU OF LAND MANAGEMENT 


A SHADING HOOD FOR THE HEWLETT-PACKARD 35 
POCKET CALCULATOR 
Because of the difficulties encountered in reading the HP-35 calculator 
display in bright sunlight, it is desirable to use a simple detachable 


sunshade. 


The hood is shown attached to the calculator in Figures 1 and 2, and 
disconnected in Figures 3 and 4. 


Although many materials can be used, a sheet of 1/32 flexible plastic 
was found to be quite satisfactory. It can be cut with a pair of large 
scissors and it can be bent by the use of the barrel of a warm soldering 
iron. Although metals may seem easier to bend they will eventually 
damage the calculator (especially its display) by abrasion. 


Construction of the Hood 


(1) Tape the pattern shown in Figure 5 to the surface of the plastic 
sheet being used. 


(2) Using an ice pick (or equivalent tool) mark the points which determine 
the outline of the pattern. 


(3) Remove the pattern and with the aid of a straight edge scribe the 
outline. 


(4) Using a pair of scissors cut out the pattern from the plastic. 
(5) File edge X - Y with a taper with the sharp edge along the painted side. 
(6) Notch edge X - Y at X and Y as shown in the pattern. 


(7) Sand one side of the plastic sufficiently to eliminate the clear 
finish and spray with a flat black paint. 


Additional copies of Technical Notes are available from Director, Portland Service Center, Box 3861, Portland, Ore., 97208 


(8) 


(9) 


With the warm soldering iron fastened firmly to a work bench, 
lightly place the plastic (clear side down) on the barrel such 
that a line represented by a dotted line in Figure 3 is in 
contact with the barrel. As the plastic becomes warm a faint 
line will appear verifying that the plastic is warm enough to 
bend. If the iron is made too hot, it will mar the smooth 
finish of the plastic. Bend the plastic with the painted side 
inside. 


After bending is completed the plastic can be glued using a glue 
recommended by the manufacturer of the plastic. 


A word of caution when using the hood: edge X - Y should not be 
allowed to drag across the display surface in order to prevent 
scratching it. 


If there are any questions concerning the construction of the hood 
please contact Dennis L. Megrditchian (Phone (503) 234-3361, Ext. 4136) 
Branch of Cadastral Experimental Systems, Portland Service Center. 


Please assure that this technical note is made available to all 
appropriate personnel - Cadastral, Engineering, etc. 
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